
   PLAM POL SHOWER W (A+B) 
Bicomponent water-based polyurethane resin 

DESCRIPTION 

Isoplam® Plam Pol Shower W A+B is a varnish, particularly suitable for the protection of decorative 
surfaces that are often in contact with water. 
It is a two component (A+B), transparent and non-yellowing resin, based of polyurethane polymers and 
acrylic copolymers, for both interior and exterior surfaces; once applied, it hardens in contact with air. This 
product has an aqueous emulsion with a low environmental impact, which does not release noxious 
fumes during use. 
Plam Pol Shower W A+B protects treated surfaces creating a uniform waterproof film, resistant to 
chemical solutions such as diluted acids and bases, to UV rays and to polluted industrial areas. 
It can be used on walls and ceilings in environments with the presence of food as it complies with the 
HACCP protocol.  
E’ available in glossy or matt version. 

CARACTERISTICS 

Isoplam® Plam Pol Shower W has the following features:   
- Excellent adhesion to most dry supports, if properly prepared;
- Good mechanical resistance to wear and scratch;
- Excellent water repellency;
- Good flexibility;
- Excellent stability to light, UV resistant;
- It intensifies the color of the support.
- Has a low VOC content.
- odorless

MAIN APPLICATIONS 

Plam Pol Shower W A+B Isoplam® is used on several types of support:  

- As a scratch-resistant and waterproof finish for Microverlay® decorative surfaces, especially if in
contact with water (bath rooms, shower stalls, …);

- As a protection of concrete, plaster, brick, limestone and silicate, as well as cement surfaces;
- As a clear coating for multilayered systems;
- As a transparent protective treatment of quartz hardened industrial surfaces, to facilitate the

cleaning and to reduce the absorption of liquids.

USE 

Concrete support preparation 
 Ambient temperatures must be between 10 and 30°C. The temperature of the support must be 
 at least 3°C higher than the dew point to reduce the risk of bleaching. The ambient relative 
  humidity shall be between 35 and 80%. 
The surface to be treated must be clean, dust-free and free of oil and grease stains. 
Apply on perfectly dry and ripe floors and walls (for concrete, wait at least 28 days, for    
Microverlay®  and Skyconcrete ® wait a few days, depending on the environmental conditions), 
prepared by sanding or polishing. Apply a coat of Idroprep/A, as a uniforming absorber and 
primer for the subsequent coats of Plam Pol Shower. Allow to dry. 
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Product preparation 
Mix individual components thoroughly before use.  
Pour Component B into Component A and slowly mix for 3-4 minutes with a low speed drill mixer 
(pay attention to incorporate as little air as possible: this will cause the creation of microbubbles 
during the drafting that will compromise the aesthetic and functional outcome of the resin); if 
necessary, dilute with 30% of distilled water. 
In case of partial use of the package, the two components must be carefully dosed by weight 
(and not by volume) in the proportions indicated on the label. The unused mixture must never be 
placed in closed packages but disposed. 

Application 
Apply at least two coats of product using a medium-haired roller or microfibre roller or airless 
spray. 
If using the roller, be careful not to create detachments or accumulations of product that could 
cause white spots. It is advisable to proceed uniformly with a roller which is on average filled with 
resin and, with an unloaded roller, immediately pass over the still fresh resin in the opposite 
direction. It is recommended not to carry out the resining of the edges of the surface before then 
resining the center afterwards: this may cause unsightly bands of more accentuated color along 
the edges. 
For the next coat, wait for the previous coat to dry completely (at least 6 hours). 
The surface will be walkable after at least 24-48 hours. 

Notes 
Plam Pol Shower W A+B cannot be applied on wet surfaces, in presence of rising damp or if rain 
is expected within the following hours. 
It cannot be applied with cold weather or with temperatures below +10°C and a high degree of 
atmospheric humidity (> 70%). 
Do not use Plam Pol Shower W A + B to cover outdoor floors: consult the Isoplam Technical 
Office to find the most suitable protective coating. 
Overcoating, made after more than 48 hours, requires the sanding/polishing of the substrate with 
fine sandpaper. 

TECHNICAL FEATURES 

The product has CE marking according to EN 1504-2 
The product meets the following requirements: 
- EU European Regulation 305/2011 
- EU European Regulation 574/2014 

DESCRIPTION 

Aspect of the hardened film  Matt 
Glossy 

Dry residue A+B 57±1% when matt 
54±1% when glossy 

Specific weight at 20°C (A+B) 1,00±0,05 

Viscosity Brookfield at 20°C sec (A+B) (ASTM D 2196 method) 35000±10000 sec

Brilliance (EN ISO 2813) 30-40 Gloss when matt 
80-85 Gloss when glossy

Wear resistance  (Taber ASTM D 4060 method) Loss of weight <20

Impact resistance (EN ISO 6272-1) Class I: >4 Nm

 2
 ISOPLAM S.R.L.     
Via E. Mattei, 4 – Z. I. Maser (TV) – Italia   Tel. (+39) 0423 925023   www.isoplam.it    
Azienda certificata UNI EN ISO 9001:2015                                                                   Rev. del 13.05.2025



	  

Chemical resistance: 

Water vapor permeability (EN ISO 7783-1) Class 1 Sd<1m

Wash resistance (EN 1198) Ldft 0,38 micron

Dirt grip (EN 10792) ΔL 0,94

Capillary absorption and water permeability Class W3  
W<0,1 Kg/m2·h0,5

Adhesion force for direct traction (EN1542) >4 N/mm2

Thermal resistance Max 70°C temporary

VOC (Category A/i, VOC Limits category 500 g/L) Maximum VOC content 
produced <500 g/L

Mixture ratio A+B 100 parts A+37 parts B 
if matte 

100 parts A+41 parts B 
if glossy

At 20°C and 50% of Relative Humidity: 
Dry to dust 
Overcoating 
Dry to touch 
Complete drying

4 hours 
6 hours 
24 hours  
7 days

Mixture life at 20°C (Pot Life) Approx. 2 hours depending 
on the environment

Substance Group EN 13529 Class EN 1504-2

Boric acid 10 Class I

Hydrochloric acid 10 Class I

Chromic acid 10 Class I

Hydrofluoric acid 10 Class I

Phosphoric acid 10 Class I

Nitric acid 10 Class I

Sulfuric acid 10 Class I

Chlorinated water 12 Class I

Aqua regia 10 Class I

Aluminum sulphate 10 Class I

Calcium chloride 12 Class I

Sodium chloride 12 Class I

Detergents (acids) 10 Class I

Detergents (alkaline) 11 Class I

Calcium hydroxide 11 Class I

Potassium hydroxide 11 Class I
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CONSUMPTION 

Depending on the absorption of the support, the consumption varies from 80 to 130 gr/m2 for each coat.  

PACKAGES AND STORAGE 

Plam Pol Shower Isoplam® W A + B is available matt or glossy in the following packs: 
- if matt the packages are 5 Kg (A=3,65 Kg; B=1,35 Kg) or 1 Kg (A=0,73 Kg; B=0,27 Kg); 
- if glossy, the packages are 10 Kg (A = 7.10 Kg; B = 2.90 Kg). 

In original packaging, sealed and stored in a protected place with a temperature between + 10 ° C and + 
30 ° C, the products remain unchanged for one year from the date shown on the package (the batch 
number indicates, in sequence, year / week / day). They fear frost and humidity. 

CLEANING OF TOOLS AND SAFETY 

Clean the tools with clean water. 
Polyurethane resin can cause irritations: avoid any contact with skin and especially with eyes during the 
use. Use gloves, a protective suit, goggles and a safety face shield.  

Consult the Safety Data Sheet before use. The components of Plam Pol Shower W A+B are intended for 
professional use only.  

Sodium hydroxide 11 Class I

Ammonium nitrate 12 Class I

Magnesium nitrate 12 Class I

Oleum (fuming sulfuric acid) 10 Class I

Brine (sodium chloride) 12 Class I

Ammonium sulfate 10 Class I

Copper(II) sulphate 12 Class I

Urea 12 Class I

1 Gasoline Class I

10 Inorganic acids up to 20% and acid hydrolysis salts in 
aqueous solution (pH< 6) except hydrofluoric acid and 
oxidizing acids and their salts

Class I

11 Inorganic bases and their alkaline hydrolysis salts in 
aqueous solution (pH> 8) except ammonium solutions and 
oxidizing salt solutions (e.g. hypochlorite)

Class I

12 Solutions of inorganic non-oxidizing salts with pH = 6 - 8 Class I
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IMPORTANT: 
All information contained in this sheet is based on the best practical and laboratory experiences. It is 
customer responsibility to verify that the product is suitable for the use to which it is intended. The 
manufacturer declines all responsibility for the results of incorrect applications. It is recommended to always 
carry out tests on small surfaces before application. This sheet replaces and cancels the previous ones. The 
data can be varied at any time. Please also remember that Isoplam products are intended for professional use 
and that Isoplam provides periodic training to its customers who request them. Anyone who uses these 
products without being enabled does so at their own risk. 
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