
	  

           PLAM SEALING/O 
PLAM SEALING/L 
PLAM SEALING/S 

Solvent-based acrylic sealers 

DESCRIPTION 

The Plam Sealing Isoplam® protective product line consists of single-component pure acrylic solvent-
based resins, suitable for all concrete surfaces subject to vehicular and pedestrian traffic. 

ADVANTAGES 

Plam Sealing Isoplam® sealers: 
- are UV resistant; 
- do not yellow over time; 
- prevent mold formation; 
- reduce dust formation in concrete floors (dust-proof function); 
- facilitate surface cleaning; 
- are resistant to various household cleaning products and detergents; 
- increase resistance to wear and abrasion; 
- enhance the color of the flooring; 
- slow down the deterioration of outdoor floors exposed to freeze-thaw cycles. 

 FIELDS OF APPLICATION  

The three versions of Plam Sealing Isoplam® sealers are suitable for protecting different types of flooring 
from weathering and aggressive agents. 

Plam Sealing/O Isoplam® 
It is suitable for protecting industrial concrete floors and provides a dust-proofing and color-enhancing 
effect. If applied the day after the flooring is installed, it also acts as a curing compound. 
It is also ideal for protecting ItalianTerrazzo® Isoplam® floors containing rounded aggregates larger than 
1.5 cm in diameter. 

Plam Sealing/L Isoplam® 
It is recommended for protecting stamped concrete floors and ItalianTerrazzo® Isoplam® floors 
(containing split aggregates with a maximum size of 1.5 cm in diameter). It enhances color brightness, 
facilitates cleaning and provides a pleasant gloss finish. 

Plam Sealing/S Isoplam® 
It is recommended for protecting stamped concrete floors in cold climates and coastal areas. It increases 
resistance to wear caused by freeze-thaw cycles and salt action. It enhances color and gives gloss to the 
surface. 

For all three versions of the sealers described, Antislip Isoplam® powder can be added to make the 
surface anti-slip, or Plam Renova Isoplam® antiquing agent can be added to give a color glaze effect to 
the floor. 
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APPLICATION 

Ensure that the surfaces to be treated are dry and clean. In the case of particularly “closed” surfaces (e.g. 
power-troweled industrial floors with a dense finish), it is recommended to clean the surface with Plam 
Apripori Isoplam®. 

The Plam Sealing Isoplam® sealers are ready to use and can be applied using an airless spray or a 
medium-nap roller. 
Apply in two coats, 12–24 hours apart depending on the season: the first penetrates deeply, while the 
second remains more on the surface and provides additional protection against external agents. 
Tools used for application should be cleaned as soon as possible with Solvent RA Isoplam®.An additional 
coat can be applied after a few years if the flooring is particularly exposed to weathering or wear. In this 
case, the surface must be properly cleaned beforehand. 
Treated surfaces are walkable after one day (summer conditions), while full curing is achieved after 
approximately 7 days. 

Notes. Plam Sealing Isoplam® sealers must not be applied: 
in the presence of oil stains, other resins or previous different treatments; 
in case of rain or if rain is expected within 24 hours after application; 
at surface temperatures below 5°C or above 35°C; 
on hot surfaces (products are flammable). 
  
TECHNICAL INFORMATION 
Appearance Transparent liquid

Solids content Plam Sealing/O 18%Plam Sealing/L 
25%Plam Sealing/S 30%

Specific gravity (UNI EN ISO 2811/1-02/03)

0.92 g/ml at 25°C (Plam Sealing/
O)0.93 g/ml at 25°C (Plam Sealing/
L)0.95 g/ml at 25°C (Plam Sealing/
S)

Phase Solvent

Water absorption and alkali resistance (UNI EN 13580) <7.5% (Plam Sealing/L)

Capillary water absorption (UNI EN 13057) W<0.1 kg/m²·h0.5 – W3 (Plam 
Sealing/L)

Penetration depth (UNI EN 1504-2 P.19/3) <10 mm – Class I (Plam Sealing/L)

Water permeability (UNI EN 1062-3:2008) W<0.01 kg/m²·√h (Plam Sealing/L)

Water vapor permeability (UNI EN ISO 7783:2012) δ = 2.32·10⁻¹⁰ Kg/m·h·Pa (Plam 
Sealing/L)

Wear index (UNI EN 7784-2/1997) 0.0005 (Plam Sealing/L)

Abrasion resistance (UNI EN ISO 7784-2) 43 mg (Plam Sealing/L)

Resistance to liquids in general (UNI EN 2812-1)
After 24 hours from application, no 
visible change in satin finish (Plam 
Sealing/L)

Resistance to pool water (UNI EN ISO 2812-1) No change in appearance after 30 
days (Plam Sealing/L)

Resistance to seawater (UNI EN ISO 2812-1) No change in appearance after 30 
days (Plam Sealing/L)

Resistance to diesel (UNI EN ISO 2812-1) No change in appearance after 30 
days (Plam Sealing/L)
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COVERAGE  

Consumption varies depending on porosity, absorption and application method. 
On average, the first coat covers 6–8 m²/L; the second coat covers 10–12 m²/L. 
High temperatures may increase product consumption. 

PACKAGING, STORAGE AND WARRANTY 

Plam Sealing Isoplam® sealers are supplied in 5 L or 20 L containers. 
If properly stored at temperatures between +5°C and +35°C, they are guaranteed for 12 months from the 
production date indicated on the container identified by the batch number. Batch numbers indicate: year / 
month + progressive production number. 

Isoplam® guarantees that its products are free from defects. 
Isoplam® guarantees its products but not the application of the same.si.  

SAFETY 

Plam Sealing Isoplam® products are flammable: take all necessary precautions as indicated in the Safety 
Data Sheet. 
Plam Sealing Isoplam® products are intended for professional use only. 

IMPORTANT: 
All information contained in this data sheet is based on the best practical and laboratory experience. It is the customer’s 
responsibility to verify that the product is suitable for the intended use. Isoplam Srl declines any responsibility for the results 
of incorrect applications. It is recommended to always carry out tests on small surfaces before application. This data sheet 
replaces and cancels previous ones. Data may be changed at any time. It is also reminded that Isoplam products are intended 
for professional use and that Isoplam provides periodic training to its customers upon request. Anyone using these products 
without authorization does so at their own risk.
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